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8  Warranty
8.1 Should the storage and operation rules be followed, the manufacturer guarantees normal operation of the electric dehydrator feed system within the guarantee period.

8.2 The warranty shall be effected within the maximum of 15 days.

8.3 The guaranteed storage life is 6 months from the delivery date of the electric dehydrator feed system.

8.4 The guaranteed service life is 18 months from the date of putting into operation. The trouble-free operation guarantee is only valid if the device was put into operation by the manufacturer within the period of guaranteed storage life as well as if the operating regimes set up during commissioning or specified in the Table 2, p. 4.3.2 СПЭ 02 ТО were followed.

8.5 Should the storage period exceed 6 months before being mounted onto the object, the equipment, being a part of СПЭ, should be inspected by the manufacturer. In this case warranty is valid for 24 months from the delivery date of electric dehydrator feed system. The delivery date shall be determined by the waybill as the date of shipping the СПЭ equipment to the consumer. Should there be no date of putting electric dehydrator feed system into operation the operation warranty period shall be calculated from the delivery date.

8.6  The guarantee does not cover:

-  mechanical damage;

-  damages caused by nature or fire;

-  damages caused by foreign objects, substances or insects inside of the device;

-  damages caused by non-compliance of power lines and telecommunication networks parameters with the national standards.

8.7 The СПЭ guarantee is invalid should the operation rules listed in specifications and operation manuals for each part of the system not be followed.

WARRANTY CERTIFICATE

	Designation
	Date of manufacture
	Delivery date
	Start-up date
	Inspection date

	
	
	
	
	

	
	
	
	
	


Guaranteed storage life 
till:  «_______»_______________201__ 
Guaranteed service life: «_______»_______________201__ 
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1  Purpose
1.1 Electric Dehydrator Feed System (hereinafter СПЭ) is designed for feeding processing installations (electric dehydrators, electric coalescers etc.) with high AC voltage.

СПЭ includes various electric equipment, including explosion proof units – high-voltage power supply (ИПМ) with explosion protection marking 2ExоIIT6 as well as teflon feed-through insulators ИПФ-25 (ИПФ) with explosion protection marking ExsIIAU etc.

1.2 СПЭ provides:

- feeding technological load with high voltage;

- trouble-free operating in case of short circuits;

- output voltage smooth control;

- automatic interface regulation in electric dehydrator;

- cutting off ИПМ under additional requirements stipulated by the load type.

1.3. Operating conditions are as follows:

For ИПМ, ИПФ, APR converters:

- ambient temperature from -600С to +400С;
- environment, containing dust, splashes of water, vapours of oil-products;

- climatic version УХЛ1 according to GOST 15150 and GOST 15543;

- may be applied in explosion hazard zones of В-1а, В-1г grades.

For БУ:

- ambient temperature from -100С to +400С;

- relative air humidity – 80% at 270С.

2  Basic Specifications
	2.1 ИПМ is fed by two phases of three-phase circuit:

- voltage, V
- frequency, Hz
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	2.2 Control unit (БУ) feed:

- voltage, V
- frequency, Hz
	220

50±1

	2.3 Maximum ИПМ output voltage, alternating, 50 Hz frequency, actual value, kv
	15.0

	2.4 Output voltage range, kv
3
	(0,1 – 1,0) Umax

	2.5 Maximum load current, А:

- ИПМ-25/15

- ИПМ-25/22

- ИПМ-15/15

- ИПМ-9/15
	1,5

0,9

1,0

0,6


2.6 Basic specification of other electric equipment, СПЭ consists of, are listed in data sheets of correspondent system assembly units (components).
2.7 СПЭ service life in case of after-sale service during operation by the manufacturer is not less than 10 years (see Section 5 of the present data sheet).
3  Scope of Supply
3.1 The scope of supply is listed in Table 2.
Table 2

	Item No
	Description
	Main design drawings designation
	Quantity
	Notes

	1
	High-voltage power supply:

ИПМ-25/15

ИПМ-25/22

ИПМ-15/15

ИПМ-9/15
	ИП 02.00.00.000

ИП 02.00.00.000-01

ИП 02.00.00.000-02

ИП 02.00.00.000-03
	1÷2
	For
ЭДГ with one- or two-electrodes system 

	2
	Control unit БУ-02
	ЭИП 08
	1÷2
	

	3
	Teflon feed-through insulators ИПФ-25
	ЭИП 16
	1÷2
	

	4
	Switching and protection unit
БК-1

БК-2
	БК 1.00.00.000

БК 2.00.00.000
	1
	As required by the customer

	5
	Indicator board (as applicable)

ЩС-1

ЩС-2
	ЩС 1.00.00.000

ЩС 2.00.00.000
	1
	

	6
	Interface level regulating device УРУФ-06
	ЭИП 31
	1
	

	7
	Electric dehydrator feed system СПЭ 02. Data sheet
	СПЭ 02 ПС
	1
	

	8
	Electric dehydrator feed system СПЭ 02. Technical specification and operation manual
	СПЭ 02 ТО
	1
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4  Safety Measures
4.1 When starting-up and operating СПЭ the requirements of Operational Code for Electric Installations (Chapter 3.4 “Electric Installations in Explosion Hazard Zones”), Consumer Electric Installations Operating Rules, technical specifications for each item being a part of the system as well as for СПЭ as a whole shall be followed.

5  Maintenance
5.1 СПЭ shall be maintained by the operation and maintenance personnel with electrical safety qualification level not lower than the 3rd one only, who have thoroughly studied maintenance documentation.

5.2 The equipment and control units being a part of СПЭ shall be maintained according to the requirements of “Maintenance” chapter of the data sheet for corresponding component parts of the system.
5.3 After-sale maintenance shall be effected by the manufacturer as required by the customer and in accordance with a separate contract.
After-sale maintenance includes prompt repair and trouble-shooting should the СПЭ equipment break down, testing, updating and re-installing software, adjusting equipment operation parameters when starting-up the installation.

6  Transportation and Storage
6.1 The equipment shall be transported and stored according to the requirements specified by the chapter “Transportation and Storage” of the data sheet for each item, being a part of СПЭ.

7  Acceptance Certificate
	Electric Dehydrator Feed System                        СПЭ 02

	                                             Description                                                                Basic document


	Complies with the information containing in the data sheet and admitted ready for operation 

	Date of issue:
	«
	
	»
	
	201
	
	

	Signature:
	


                                  (Seal/stamp)
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